
19. LocatE the 3-way joint (49-State) or 4-way joint
"tCalif.) on the right side of the engine above the

spark plugs. Check the valve body for cracks or air
leaks and replace it if necessary. Be sure the hoses
are pushed completely onto the valve.

NOTE: A leaking valve could affect driveability
performance.

20. Locate Water Hose "A" on the left side of the
engine, coming down from the intake manifold.
The hose must not be pinched or kinked.

-If necessary, rotate the hose and/or trim off
about 5 mm to correct the routing. To gain
access to the hose, remove the left cooling fan.

WATER
HOSE "A"
(Must not be pinched
or kinked.)

IMPORTANT NOTE: If this hose is pinched or
kinked, cold weather driveability could be affected.

Check that the Deceleration Compensation Hose
#8 is NOT pinched or kinked; route the hose as

shown.

DECET
COMPENSATION
HOSE
(Must not be
pinched or
kinked.)

NOTE: The optional CB radio is mounted in this
area- be sure the CB wire harness does not pinch
or kink the hose.

21.
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Check the carburetor choke valve (plunger) for
smooth operation from the fully closed to the fully
open position. Then check that the idle adjuster is
threaded into the carburetor and the knob
operates^smoothly.

Install the carburetor assembly onto the engine.
Pay special attention to the following:

Connect the carburetor drain tube to the 3-way
joint.
Connect the two front water hoses.
Install the choke and throttle cables. Check the
free play and adjust if necessary.

- Connect and tighten the insulator bands.

- Attach the fuel line to the 3-way fitting.

- Connect the blue 2-pin cruise control cancel
switch connector.

- Position the idle adjuster knob in its holder in
the fuel tray.

- CALIFORNIA MODELS ONLY: Connect#S
and #l I hoses to the Purge Control Valve.

2{. Connect #16 (top) and #17 (bottom) hoses to the'i Air Jet Controller. Then connect #18 (right) and
#19 (left) Air Jet Solenoid Valve hoses.

25. Check the Secondary Throttle Cable for free play
and adjust if necessary according to the Service
Manual, page 4-77.

26. Confirm the routing of all the hoses as shown
below. Be sure none of the hoses are pinched,
kinked or loose. For reference, see pages 4-33,34
in the Service Manual.

FUEL LINE

BREATHER HOSE
(Attaches to air cleaner)

HOKE CABLE
ll (Do not pinch

l/ or kink.)

#5 (CA ONLYI

TO AIR VENT PIPE "4"


