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2. Locate the right and left carburetor vent hoses that
connect into a T-fitting at the back of the air cleaner
box. Measure and cut these hoses as follows:

- Remove both hoses from the T-fitting. Discard
the fitting.
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- Left and Right Hose: Measure back 120 mm from
the carburetor and cut both hoses at this point.
Discard the cut hose pieces.

IMPORTANT: Be sure the length of each hose is
120 mm.

3. Remove the fuel hose from the carburetor side of the
fuel filter. Measure and cut 30 mm off this hose.

DEEEEEE Gasoline is extremely flammable and
is explosive under certain conditions. Do not smoke
or allow flames or sparks in your work area.

4. Remove the fuelfilter and idle speed knob from their
mounting tabs (holders) on the fuel filler tray.

5. Remove the gas cap and cover the fuel filler opening
with a clean shop towel to prevent loose parts from
falling into the fuel tank. Disconnect the fuel
overflow hose from the filler tray.
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eut ofl 3O mm.

6. CALIFORNIA MODELS ONLY: Pull off the
small vacuum hosefrom the Air Vent Control Valve
(AVCV). Remove the AVCV from its mounting tab
on the fuel filler tray.

Pull off this hose lrom AVCV.

To 4-way fitting
{California only)

To PCV
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7. Lrft up the fuel filler tray and install the gas cap.
Using needle nose pliers from underneath the tray,
gently squeeze the plastic tabs on the idle speed knob
holder. Remove tlie holder from the tray.

8. Push the holder into the bracket on the new vacuum
fuel valve provided in the kit. Mount the valve on the
fuel filler tray using the screw/ washer supplied. (The
screw threads into the bracket from underneath the
tray - use the hole where the idle speed knob holder
was originally installed.)

9. Remove the gas cap and position the tray over the
fuel filler opening. Reinstall the gas cap and the fuel
overflow hose. Place the idle speed knob in its holder.

l0.Insert the new 90" elbow provided in the kit into the
carburetor fuel hose. Push the other end ofthe hose

on the rear fitting of the vacuum fuel valve. Position
and secure the hose clips.
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ll.Install the new 90o fuel hose onto the fuel filter and
attach the filter back onto its mounting tab. Connect
the other end ofthe hose to the front fitting on the
vacuum fuel valve. Position and secure the hose
clips.

NOTE: The large end of the hose should be installed
on the fuel valve.
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