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ALL UNITS (Steps 20 - 24!.

20.Confirm the installation and routing of all the new
parts. Be sure the hoses are not pinched or kinked.
Double-check that all hose clips are positioned and

lmportant Note:

Be sure to perform the procedure for clearing the
cylinders that follows:

2l.A certain amount of fuel may "squirt'from the
cylinders during this procedure. Move the motorcycle
outside, away from anything you donl want fuel on.

Gasoline is extremely flammable and is explosive
under certain conditions. Do not smoke or allow
Ilames or sparks in your work area.

The proper use of adequate safety equipment such as
gloves, eye protection, safety shoes, and protective
clothing can reduce the possibility of serious injury
to yourself and others.
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4g-STATE MODEL

A Remove allsix spark plugs.

B. Lay severalshop towels over the spark plug holes
on each bank of cylinders. This will absorb any
fuel that might be expelled from the cylinders.

C. Move the engine stop switch to the "OFF"
position.

lmportant Note:

Do not attempt to crank the engine over unless the
engine stop switch is in the *OFF" position.

D.Turn the ignition switch *ON' and, with the
throttle closed, crank the engine. This will clear
any residual luel from the cylinders. Allow the
engine to spin for several seconds.

E Install the spark plugs and plug wires.

Z..Move the engine stop switch to the *ON* position.
Start the engine and check that there are no fuel or
vacuum leaks.

23. Position the top compartment on a padded surface
on your workbench so the radio is face down. Using
needle nose pliers, remove the radio cover latch
spring. Remove (and discard) the latch from its
mounting boss with needle nose pliers; twist and pull
it out from the pivot points.

24.installthe new latch (provided in tLe kit) by aligning
the pivot pins into the mounting boss holes; the latch
should lock into position. Then, reinstall the latch
spring and check that the latch pivots freely. Affix
the new rubber pad to the corner of the radioi cassette
as shown.

Allix new
rubber pad here.

MOUNTING BOSS

BADIO COVER LATCH
(Remove and replace.)

NOTE: The new latch is shaped different to clear the
vacuum fuel valve with the top compartment installed.
The rubber pad protects the fuel hose from rubbing
on the radio housing.

X Caretull.r' install the removed body parts in the
reverse order of disassembly.

NOTE: Be sure the body parts do not pinch or kink
any of the hoses.
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